
SPECIFICATIONS

Model name: LDDAVE8ROADIE
Type: Subwoofer: band pass / Satellite: sealed
Subwoofer: 8" 
Satellites: LF: 2 x 4" / HF: 1" silk dome tweeter
Amplification: Class A / B 
Power output (RMS / peak): Subwoofer: 150 W / 300 W / Satellites: 2 x 100 W / 2 x 200 W
Frequency range: 45 Hz - 19 kHz
Max SPL (peak): 123 db
Protection: Short circuit, over-current, limiter
Controls: ON / OFF, Volume, microphone, MP3/ instrument, sub level, 180° phase reverse, input switch (3,5mm jack / 6,3mm jack)
Indicators: Power
Subwoofer connectors: Line input: XLR/Jack combo (L/R) or dual RCA / Dynamic Mic input: XLR/Jack combo / MP3 player input: 3.5 mm jack or 

HiZ guitar input: 6.3 mm jack (switchable) / Powered Speakon compatible outputs for satellites
Satellites connectors: 2 x Speakon compatible
Cabinet material: Subwoofer: 15 mm MDF / Satellites: 12 mm MDF
Cabinet surface: Painting
Dimensions (W x H x D): Subwoofer: 352 x 430 x 434 mm / Satellites: 150 x 350 x 170 mm
Weight: Subwoofer: 19 kg / Satellites: 5 kg
Features: Subwoofer: limiter, threaded flange (M20), transport handles

Satellite: 16 mm speaker flange, metal front grille, transport handles




